
Open the cross base by arranging legs 
at right angles. Place the assembled 
pole onto the revolving spigot.

1

2If required, before attaching the pole, 
place the required amount of stackable 
concrete bases onto the cross base.

Technical Data - Cross Base & Stackable Concrete

Assembly

Parts CA B

A. 2 x Cross Base Sections
B. 1 x Spigot
C. Stackable Concrete Base (Optional)

Time Required
< 5 mins

People Required
1 person

Tools Required
None

830mm

830mm

180mm

730mm



Place the square washer into the 
square recess on top of the base. Insert 
the spigot. Turn the base over and 
place the second square washer over 
the spigot thread. Add the locking 
washer and secure using the wingnut.

1

2Place the assembled pole onto the 
revolving spigot. If required, before 
attaching the pole, place the required 
amount of stackable concrete bases 
onto the cross base.

Technical Data - Stackable Concrete

Assembly

Parts CA B

A. 1 x Concrete Base
B. 1 x Spigot
C. 2 x Square Washer / 1 x Lock Washer & Nut

Time Required
< 5 mins

People Required
1 person

Tools Required
None

210mm

400mm

400mm

400mm

Recommended Number of Stackable Concrete Bases

Size of Feather Flag Number of Bases

Small 2

Medium 2

Large 2

Extra Large 3 or 4



Place the square washer into the 
square recess on top of the base. Insert 
the spigot. Turn the base over and 
place the second square washer over 
the spigot thread. Add the locking 
washer and secure using the wingnut. 
Remove the screw plug to fill the base 
with water.

1

2Place the assembled pole onto the 
revolving spigot.

Technical Data - Water Fillable Base (15kg / 25kg)

Assembly

Parts CA B

A. 1 x Water Fillable Base (15kg / 25kg)
B. 1 x Spigot
C. 2 x Square Washer / 1 x Lock Washer & Nut

Time Required
< 10 mins

People Required
1 person

Tools Required
None

585mm

585mm

585mm

263mm



Insert spike base into soft ground until 
the spigot housing is flush with the 
ground, do not drive into the ground 
using the top of the spigot.  Only the 
driving pin should be struck with the 
hammer.

1

2Place the assembled pole onto the 
revolving spigot.

Technical Data - Ground Spike

Assembly

Parts A

A. 1 x Ground Spike

Time Required
< 5 mins

People Required
1 person

Tools Required
None

60mm

660mm



Expand the under wheel base. Place 
the foot support into the holes 
provided on the underside of the base.

1

2Attach the spigot to under wheel base 
using the washer and nut provided. 
Place the assembled pole onto the 
fixed spigot. (Do not drive onto the 
base, slide the base under the tyre.)

Technical Data - Auto Car Foot

Assembly

Parts A CB

A. 1 x Underwheel Base
B. 1 x Spigot
C. 1 x Foot Support, Nut & Washer

Time Required
< 5 mins

People Required
1 person

Tools Required
None

180mm

510mm

400mm

510mm

110mm



Screw the revolving spigot onto the 
base and place the assembled pole 
onto the spigot.

1

Technical Data - Metal Base (8kg)

Assembly

Parts A A

A. 1 x Metal Base 
B. 1 x Spigot

Time Required
< 5 mins

People Required
1 person

Tools Required
None

400mm

400mm

400mm

168mm



Ensure the hole on the spigot and 
pole are aligned, insert the locking pin 
through the pole and spigot and click 
into place to secure.
(Care should be taken when snapping 
the locking pin into place.)

1

2Ensure the hole on the spigot and pole 
are aligned, insert the padlock through 
the pole and spigot and lock into place 
using the key to secure.

Assembly

Parts A B

A. 1 x Locking Clip
B. 1 x Padlock & Key (Optional)

Time Required
< 5 mins

People Required
1 person

Tools Required
None

Locking Options


